MALE PCB PINS

SOLDER TERMINALS SLOTTED

2715-X-01-XX-00-00-07-0 2809-X-01-XX-00-00-07-0
Swage mount in 2,95 hole Swage mount in 2,95 hole
. 1,60 SLOT Basic Board
L BasicPart | Board | Length | - B Part | Thick- | Length | Depth
!v T Number | Thickness Vv - ‘ SJ—M;? Number | ness v D
3,96 DIA | * ‘ 2715-2 1,57 2,77 1 | I — 9,03 2809-1| 0,79 1,98 1,73
S 11 o0, 27153 | 239 3,58 2L 2809-2 | 157 | 276 | 249
3,18 DIA. = 1‘é7 ' 2715-4 3,18 4,37 4,78 DIA _=mmny Jg 2809-3 | 2,39 3,58 2,49
2,74 pa LIl 1157 ‘ ot oA [+ 4 2809-4 | 3,18 | 436 | 249
2,87 DA, i |1 v D b v
P - 1,93 DIA. “‘TL I -
W" - HOLE
2701-X-01-XX-00-00-07-0 2808-X-01-XX-00-00-07-0 2762-4-01-XX-00-00-07-0
Swage mount in 2,95 hole Swage mount in 2,95 hole égraagg TSO’(uhri]zllnbifrZhOIe
] 1,02 SLOT BasicPart | Board Length '
—1.27 3,56 DIA. | Number | Thickness | V b
f - ﬂ 1,80 SLOT < L 0,79
T . 99 4, 2XXX-1 0,79 1,91 E— *
3,96 DIA ﬂHN 516 | 358 DA fr Y 2XXX-2 1,57 2,67 3,96 DIA_| \|- 4,75 ‘
I } N 7,92 4,77 DA 2XXX-3 2,39 3,43 B oy 8,74
KR | L] | OURL Y 2XXX-4 | 318 | 419 B — T
2,84 DIA _;J \t 284 DRI 2,87 DIA. 7t
I [ - 1 — = 4.34
L 1,78 DIA. | KNURL Wy 2,44 )
2,06 DA %4L HOLE - 1.78 DIA. P
HOLE HOLE
2807-X-01-XX-00-00-07-0 3622-0-32-15-00-00-03-0
Swage mount in 2,95 hole Slotted compliant tail press-fitin 1,02 + 0,08
plated hole. For 1,52 - 2,54 thick board 2| <] <] < <
Basic Part Board Length 3,91 DIA. 5|38 8ls o
ﬁ“: —1%0 Number | Thickness Vv 7 . 2lelslfE gl
" *T 45 RN >
1,98 SLOT | 1)) -
LIS e 2807-1 0,79 1,98 — g
N0 28072 | 1,57 2,77 .78 SOt f -7
4,78 DIA. ‘ '* 8,33 2807-3 2,39 3,56 ? F ‘ ‘ »‘ =— 0,25 (™)
T 0,25 1,07 — |-
KNURL : L L 2807-4 318 434 When multiple pins are 0.46 »‘ ‘ 107
.84 DIA. ﬂ Q used for board edge 505 -1 o0 g
— ‘ S mount applications, 1
2,01 DIA. ‘ - the 1,78mm slots must =~ 3,96 »‘ »‘ 3,15 |~
HOLE be aligned uniformly. ‘ 9,55 |
wv
SPECIFICATIONS: ORDER CODE: XXXX -X-XX-XX-00-00-07-0 E
Pin Material: Brass Alloy 360, 1/2 Hard / \ e
(Swage pins are annealed ) BASIC PART # SPECIFY PIN FINISH: :
Dimensions: Millimeters 01 5,08um TIN/LEAD OVER NICKEL E'
Part #3622 plating ONLY —> % 15 0,25um GOLD OVER NICKEL (RoHS) =
Tolerances On: Lengths: ~ +0,13 © 80 5,08um TIN OVER NICKEL (RoHS) —
Diameters: 0,031 © 44 7,62um SILVER OVER COPPER (RoHS) o
Angles:  £2 50 7,62um ELECTRO-SOLDER N
(60/40 SnPb) )
=

o
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